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IMPROVE SERVICE RIG UTILIZATION AND CREW SAFETY, 

BY INCORPORATING “WST TOOLS” IN YOUR DAILY OPERATIONS. 

To help service rigs function more efficiently, and in a safer environment, Well Suspension Tools has developed a new 
line of tools.  Theses tools allow you to safely suspend the sucker rod assembly within the well during any part of the 
operation, in minimal time.  Now operations can be “Level Loaded” to ensure the utmost efficient use of services.   

 

 

“T” tool installation 

 Overtime and “hours of work” are more 
easily controlled by well site supervisor.   

 An operation can be suspended safely 
at shift’s end, and completed in the 
morning. Then move the rig to next site 
and commence operations. 

 When events such as cold weather, 
high winds, or electrical storms affect 
your operations, the tools allow you to 
safely and easily shut down, and 
restart, as conditions dictate. 

 Having the capability to halt the rod 
operations at any time and quickly 
secure the well, enables medical 
emergencies, equipment malfunctions, 
etc., to be dealt with in a timely, 
responsible matter. 

 Stuck rod strings can be flushed using 
a high pressure system, rather than 
picking up and installing the polished 
rod, and relying on the stuffing box for 
a pressure seal.   

 

   Valve installed, well secured.

The WST tools do not change the amount of time 
to perform the installation operation.  The tools 
are there to assist operations, while also 
increasing safety. 

By level loading operations, there is less 
overtime, so less body and mind fatigue.  
Operations can be scheduled to utilize services 
and personnel to the maximum benefit of the 
service provider, and client. 

A potentially hazardous well can be shut in 
immediately with the security of a wellhead, 
providing time to evaluate the situation. 

 

 

“T” Tool 
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SERVICE TOOLS THAT IMPROVE SAFETY, and 

PROMOTE OPERATION EFFICENCIES ON THE SERVICE RIG!  

 

 
 

The “C” Tool viewed 

from above 
 

          

    

The “T” Tool viewed 
         from above 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
        

 

 

The “T” Tool 

 
Material Info:   4140 SS HT   Grade L-80 
 

The WST tools are manufactured in Canada to the 

highest quality standards following ISO9001 and API 

standards, and are fully tested and certified. 
 

The WST tools are designed to withstand: 

 high stress 

 high pressure 

 high temperature 

 H2S (sour) and CO2 environments 
 

For inquires 

email:  sales@wellsuspension.com 

or call toll free:  1-844-483-1124 
 

For technical information & installation videos go to: 

www.wellsuspension.com

 

Tubing Size Model Rod Sizing Rod Sizing 
inch        mm.   inch       mm. inch      mm. 

   minimum maximum 

2 3/8"     60.3 75 5/8"     15.80 7/8"        22.23 
        

2 7/8"     73.0 86 3/4"      19.05 1.0"        25.4 

   96 3/4"      19.05 1 1/8"      28.58 
        

3 1/2"     88.9 96 3/4"      19.05 1 1/8"      28.58 

  128 1.0"      25.40 1 1/2"      38.10 

Tubing Size Rod Pin - A Wrench - B  Load Rating 

inch       mm. inch      mm. inch      mm. pounds 

2 3/8"   60.3 3/4"    19.05 1.0"     25.4 44,000 

        

2 7/8"   73.0 7/8"    22.23 1.0"     25.4 44,000 

        

3 1/2"   88.9 7/8"    22.23 1.0"     25.4 44,000 

 The “C” Tool 

       B       
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TESTIMONIALS FROM USERS 

“Using these tools has enabled us to control our 

operations.  As winds have come up it allows us to 

safely shut in!  Shutting down at the end of the day, 

made it much simpler.” 

Doug P.      Driller on Service Rig  
                   North Dakota 
 

“Using the WST tools has enabled us to shut down 

safely without having to pick up the polished rod 

assembly.  With the well depth of 7240 ft. we safely 

ran in over 50% of the rod string, suspended 

operations and finished safely the next day.” 

Randy K.    Operations Consultant 
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